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PC 454 THREADLOCKER PC 242
Surface Insensitive Instant Super Glue Gel Medium Strength, Removable Thread Locker
Applicator keeps glue away from hands Locks and seals fasteners
No dripping or running Eliminates self-loosening
Works on a variety of surfaces Seals against leakage
Conforms to MIL-A-46050C, Type Il, Class 4 Will not run off or drip
Lubricates during assembly
Prevents rust and corrosion from forming
QU I K'STI K Parts can be easily separated with hand tools
General Purpose Adhesive Good temperature stability

Wide web spray Solvent resistant
Maximum strength formula Conforms to MIL-S-46163A, ASTM D-5363, NSF

Rapid setting & quick dry time Anaerobic thread locking compound
Dries clear in 15 minutes

Ideal for uneven or porous surfaces TH READ LOCKER PC 271

Suitable for use where high temperatures may be High Strength Permanent Thread Locker
gnigur}t:r:;y e Prevents movement of screw threads & eliminates
NO ICIS=C Teu self-loosening in areas where shock and vibration
° S ) may be present
VOC compliant Seals against leakage
Prevents threads from rust and corrosion
Eliminates double nutting and/or welding of critical
SU PERBON DER PC 495 assemblies
High Strength Super Glue Good temperature stability

Quick and easy to use Solvent resistant
No clamping Conforms to MIL-S-46163A, ASTM D-5363, NSF

No mixing
Military Specs: Conforms to MIL-A-46050C, Type
Il, Class 1
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